Mechano Transformer Corporation

Magnified piezoelectric actuator
www.mechano-transformer.com

contact: info@mechano-transformer.com MTD Series: MTD16S830F100

Specifications

*Open-loop stroke: 830 um @ 150V (fixed-free)
*Tolerance value: 660~ 1000 pm

*Operating voltage:-20V ~+150V

= Stiffness in motion direction: 0.12 N/um
*Resonance frequency(fixed-free): 290 Hz
*Tolerance value: 232~348 Hz

*Blocked force: 100 N (*Tolerance value: 80~120N)
*Capacitance: 8.5 uF

*Dimension: 52x16x16 mm

*Mechanical interface: 2-M3 Tapped hole at both sides
*Environment: 0to 85°C with humidity less than 40%
*Mass: 48 g

*All dimensions and specifications stated are nominal.

Stroke [um] Voltage Vs Stroke
1000
Option: -
P L L 750 =
-Mechanical interface can be tailor with an /%
addition option fees. - _ /

¢/

?,

Geometry 20

26 o =

. v 0 20 40 60 8 100 120 140 160
& Voltage [V]
=
Y
@ i 4} A
— Blocked Force [N] VOltage Vs Blocked Force
2.5
150
O e W |
I I 3
L —— 1 y 100
_ 52 _ 16 f&“
26 /%
v 50 ;/4/
_q}_ o %
i b = %
" ddsl
A ' ! 0 .:é
25 0 20 40 60 8 100 120 140 160
Voltage [V]

Mechano Transformer Corporation For A Better Tomorrow

4F BUILDX No.3, 2-7-12, Iwamoto-cho, Chiyoda—-ku, Tokyo 101-0032 Japan.



